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The marking for Specified Radio Equipment in Japan

Introduction

The affixing of a mark, symbol and identification code for equipment certified by EC-CABs shall be in accordance
with the MPHPT (currently MIC) Radio Law 38-2-2 paragraph | item | (unlicensed station) and 38-2-2 paragraph |
item 2 (blanket license)The General form of the mark is as follows:

______________________________

-y - i_ ___________________ !

The affixing of marking

The manufacturer must affix the following mark for which approval has been granted by Telefication

Examples:

R | 201-jjxxxx

—
Or, if space doesn’t permit, identification field may be placed under the symbol field

R | 201-

=T~/ |JXXXX

Symbol field
R: symbol for Radio
201: identification number Telefication

Identification code field (certificate number Telefication)
ii the last two numbers of the year as also in the certificate number
xxxx last 4 digits of the Telefication certificate number

Telefication B.V.

The Netherlands

E-mail: info@telefication.com
www.telefication.com




Markings in Japan 't e 1 e f i c a t i o n 12 July 2019

RD_106_12 page 2 of 4
| u—

Size of the Mark

The diameter of the Giteki mark, previously “3mm or greater” has now been changed to “any size possible, as
long as its easily identifiable”.

May be smaller than 3 mm, as long
as it can easily be distinguished.

)
l
)

A
N

3 mm or more

Additional marking for 5 GHz indoor products

For products using frequencies within 5.15-5.35 GHz, please additionally print the following warning text
“5GHz product for indoor use only” on your product::

T LY sGHzm  JBFRER ICFRYET,

W52/W53 is indoor use only, except for communication with "W52 AP registered in MIC".

Products using frequencies within 5.47-5.72 GHz may be used indoor and/or outdoor.
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Electronic labelling

Radio equipment containing a digital screen are allowed to show the conformity marking in an electrical image on
the digital screen instead of a physical label on the exterior of the radio equipment.

<< Example of Electronic Display which conforms with the technical regulations >>
(1) Operation Example
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(2) Display Example
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New Electromagnetic display method:

Electromagnetic display =
using external display ~

Built-in display

Without display
Products which have no display may use a peripheral monitor to display the Giteki mark

Peripheral monitor
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